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Run CE 

1 ................................................................................. 94.2 
2 ................................................................................. 97.6 
3 ................................................................................. 90.5 

Therefore: 

n=3 
t0.90=1.886 
xavg=94.1 
s=3.55 

LC Eq1 94.1
1 886 3 55

3
90 23 12= −
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=
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4.12 Since the LC1 of 90.23 percent is above 
the applicable regulatory requirement of 85 
percent then the facility is in compliance. 
The facility must continue to accept the LC1 
of 90.23 percent as its CE value until a new 
series of valid tests is conducted. (The data 
generated by Facility B do not meet the spe-
cific DQO criterion.) 

5. Recommended Reporting for Alternative CE 
Protocols 

5.1 If a facility chooses to use alternative 
CE protocols and test methods that satisfy 
either the DQO or LCL and the additional 
criteria in section 4., the following informa-
tion should be submitted with each test re-
port to the appropriate regulatory agency: 

1. A copy of all alternative test methods, 
including any changes to the EPA reference 
methods, QA/QC procedures and calibration 
procedures. 

2. A table with information on each liquid 
sample, including the sample identification, 
where and when the sample was taken, and 
the VOC content of the sample; 

3. The coating usage for each test run (for 
protocols in which the liquid VOC input is to 
be determined); 

4. The quantity of captured VOC measured 
for each test run; 

5. The CE calculations and results for each 
test run; 

6. The DQO or LCL calculations and re-
sults; and 

7. The QA/QC results, including informa-
tion on calibrations (e.g., how often the in-
struments were calibrated, the calibration 
results, and information on calibration 
gases, if applicable). 

6. Recommended Recordkeeping for Alternative 
CE Protocols. 

6.1 A record should be kept at the facility 
of all raw data recorded during the test in a 
suitable form for submittal to the appro-
priate regulatory authority upon request. 

Subpart LL—National Emission 
Standards for Hazardous Air 
Pollutants for Primary Alu-
minum Reduction Plants 

AUTHORITY: 62 FR 52407, Oct. 7, 1997, unless 
otherwise noted. 

§ 63.840 Applicability. 
(a) Except as provided in paragraph 

(b) of this section, the requirements of 
this subpart apply to the owner or op-
erator of each new pitch storage tank 
and new or existing potline, paste pro-
duction plant, or anode bake furnace 
associated with primary aluminum 
production and located at a major 
source as defined in § 63.2. 

(b) The requirements of this subpart 
do not apply to any existing anode 
bake furnace that is not located on the 
same site as a primary aluminum re-
duction plant. The owner or operator 
shall comply with the State MACT de-
termination established by the applica-
ble regulatory authority. 

(c) An owner or operator of an af-
fected facility (potroom group or anode 
bake furnace) under § 60.190 of this 
chapter may elect to comply with ei-
ther the requirements of § 63.845 of this 
subpart or the requirements of subpart 
S of part 60 of this chapter. 

§ 63.841 Incorporation by reference. 
(a) The following material is incor-

porated by reference in the cor-
responding sections noted. This incor-
poration by reference was approved by 
the Director of the Federal Register on 
October 7, 1997, in accordance with 5 
U.S.C. 552(a) and 1 CFR part 51. These 
materials are incorporated as they 
exist on the date of approval, and no-
tice of any change in the materials will 
be published in the FEDERAL REGISTER. 
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